INTERMEDIATE OBJECT LINKING METHOD AND UNIT 



Background of the Invention 
The present invention relates to an intermediate object 
5 linking method of linking a plurality of intermediate objects 
to form an executable object, and an intermediate object linking 
unit, and a linker unit and a compiler driving unit, and a storing 
medium technology for recording a program used to link the 
intermediate objects. 
10 ^ intermediate object linking method in the background 

art will be explained with reference to FIG. 6. 

FIG. 6 is a flowchart of the intermediate object linking 
method in the background art. First, a list of intermediate 
objects as linked object is input (step 50) . Then, the linking 
15 process such as the linking of the intermediate objects, etc. 
are executed in compliance with the order in the list of the 
intermediate objects input in step 50 to form an executable 
object . 

Then, the CPU that has a plurality of adressings for the 
20 memory access holds a plurality of branch instructions in 
response to branch distances in the formed executable object. 

Here, the program size of the branch instruction is 
different based on the branch distance. More particularly, 
the program size of the branch instruction is increased larger 
25 as the branch distance becomes longer . In addition, since this 
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branch distance is changed according to the linking order when 
the intermediate objects are linked, sometimes the program size 
of the executable object containing the branch instruction is 
changed according to this linking order. 

In general, the smaller program size is preferable. 
Therefore, the designer must prepare a number of linking orders 
of the intermediate objects, then form the executable object 
by executing the linking process such as the linking of the 
intermediate objects, etc. sequentially, and then search the 
linking order of the intermediate objects which permits the 
minimum program size of the executable object. 

In the method in the background art, there are several 
problems to search the linking order of the intermediate objects 
that permits the minimum program size of the executable ob j ect . 

First, the first problem is that, since the examination 
of the linking order of the intermediate objects is manually 
carried out, such examination to get the executable object of 
the minimum size takes much time and labor. 

Then, the next problem is that, since the combination 
of the linking order of the intermediate objects is large in 
number, it takes a lot of time and it is very difficult to decide 
the linking order of the intermediate objects that can form 
the executable object of the minimum size. If the number of 
the intermediate objects is N, a total number of the linking 
order of the intermediate objects is increased up to N! 



(factorial) . 



Summary of the Invention 
The present invention has been made in view of such 
circumstances, and it is an object of the present invention 
to provide an intermediate object linking method capable of 
easily forming an executable object having a minimum size, an 
intermediate object linking unit, a linker unit, a compiler 
driving unit, and a storing medium for recording a program used 
to link the intermediate objects. 

In order to achieve the above object, a first intermediate 
object linking method provides an intermediate object linking 
method of linking a plurality of intermediate objects to form 
an executable object, that comprises: 

an intermediate object linking order forming step which 
decides linking orders of the plurality of intermediate obj ects ; 

a linking processing step which executes linking 
processes of the plurality of intermediate objects based on 
the linking orders decided by the intermediate object linking 
order forming step to get an executable object; 

a comparing step which compares program size of the 
executable obj ects obtained by the linking processing step with 
the program size of a executable objects stored in a storing 
section every time when the linking order is changed; 

a storing step for storing the program size of the 



executable ob j ect s and the linking order obtained by the linking 
processing step in the storing section to update when the program 
size of the executable obj ects obtainedby the linkingprocessing 
step is smaller than the program size of the executable objects 
stored in the storing section at the comparing step; and 

a repeating step for changing the linking orders by the 
intermediate object linking order forming step and executing 
repeatedly the linking processing step, the comparing step, 
and the storing step. 

According to the intermediate obj ect linking method, even 
if there are a large number of combinations of the linking orders 
of the intermediate objects, the linking order of the 
intermediate object that can provide the minimum program size 
can be easily obtained since the linking order used when the 
program size is minimum is stored in the storing step. 

In a second intermediate object linking method, the 
intermediate object linking order forming step decides the 
linking orders by a permutation algorithm. 

According to the intermediate object linking method, 
since all linking orders of the intermediate objects can be 
formed effectively by the permutation, the linking order of 
the intermediate object that can provide the minimum program 
size can be easily obtained. 

In a third intermediate object linking method, the 
intermediate object linking order forming step decides the 



linking orders by a genetic algorithm. 

According to the intermediate ob j ect linking method, even 
if there are a large number of linking orders of the intermediate 
objects, the linking order of the intermediate object that can 
provide the minimum program size can be effectively obtained 
at the high speed by applying the genetic algorithm. 

A first intermediate object linking unit provides an 
intermediate object linking unit for linking a plurality of 
intermediate objects to form an executable object, that 
comprises : 

an intermediate object linking order forming section 
which decides linking orders of the plurality of intermediate 
objects; 

a linker starting section which executes linking 
processes of the plurality of intermediate objects based on 
the linking orders decided by the intermediate object linking 
order forming section to form an executable object; 

a comparing section which compares program size of the 
executable ob j ects every time when the linking order is changed; 

a storing section which stores the program size of the 
executable objects and the linking order; and 

a repeating section which changes the linking orders by 
the intermediate object linking order forming section and 
operating repeatedly the linker starting section, the comparing 
section, and the storing section, 



wherein the comparing section compares the program size 
of the executable objects formed by the linker starting section 
with the program size of the executable objects stored in the 
storing section, 

wherein the storing section stores the program size of 
the executable objects and the inking order formed by the linker 
starting section when the program size of the executable objects 
formedby the linker starting section is smaller than the program 
size of the executable objects stored in the storing section 
at the comparison by the comparing section. 

According to the intermediate object linking unit, since 
no manual intervention is needed in the examination of the 
linking order of the intermediate objects, it does not take 
much time and labor to get the executable object having the 
minimum size. 

Also , even if a large number of combinations of the linking 
order of the intermediate objects are present, the linking order 
of the intermediate object that can provide the minimum program 
size can be readily obtained since the linking order used when 
the program size is minimum is stored in the storing section. 

In a second intermediate object linking unit, the 
intermediate object linking order forming section decides the 
linking orders by a permutation algorithm. 

According to the intermediate object linking unit, since 
all linking orders of the intermediate objects can be formed 



effectively by the permutation, the linking order of the 
intermediate object that can provide the minimum program size 
can be easily obtained. 

In a third intermediate object linking unit, the 
5 intermediate object linking order forming section decides the 
linking orders by a genetic algorithm. 

According to the intermediate object linking unit, even 
if there are a large number of linking orders of the intermediate 
objects, the linking order of the intermediate object that can 
10 provide the minimum program size can be effectively obtained 
at the high speed by applying the genetic algorithm. 

A first linker unit provides a linker unit for linking 
a plurality of intermediate obj ects to form an executable object, 
that comprises: 

15 an intermediate object linking order forming section 

which decides linking orders of the plurality of intermediate 
obj ects ; 

a linking processing section which executes linking 
processes of the plurality of intermediate objects based on 
20 the linking orders decided by the intermediate object linking 
order forming section to form an executable object; 

a comparing section which compares program size of the 
executable objects every time when the linking order is changed; 
a storing section which stores the program size of the 
25 executable objects and the linking order; and 
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a repeating section which changes the linking orders by 
the intermediate object linking order forming section and 
operating repeatedly the linker starting section, the comparing 
section, and the storing section, 

wherein the comparing section compares the program size 
of the executable obj ects formed by the linker starting section 
with the program size of the executable objects stored in the 
storing section, 

wherein the storing section stores the program size of 
the executable objects and the inking order formed by the linker 
starting section when the program size of the executable objects 
formed by the linker starting section is smaller than the program 
size of the executable objects stored in the storing section 
at the comparison by the comparing section. 

According to the linker unit, since no manual intervention 
is needed in the examination of the linking order of the 
intermediate objects, it does not take much time and labor to 
get the executable object having the minimum size. 

Also, even if a large number of combinations of the linking 
order of the intermediate obj ects are present, the linking order 
of the intermediate object that can provide the minimum program 
size can be readily obtained since the linking order used when 
the program size is minimum is stored in the storing section. 

In a second linker unit, the intermediate object linking 
order forming section decides the linking orders by apermutat ion 



algorithm. 

According to this linker unit, since all linking orders 
of the intermediate objects can be formed effectively by the 
permutation, the linking order of the intermediate object that 
can provide the minimum program size can be easily obtained. 

In a third linker unit, the intermediate object linking 
order forming section decides the linking orders by a genetic 
algorithm. 

According to this linker unit, even if there are a large 
number of linking orders of the intermediate ob j ects , the linking 
order of the intermediate object that can provide the minimum 
program size can be effectively obtained at the high speed by 
applying the genetic algorithm. 

A first compiler driving unit provides a compiler driving 
unit for translating a source program by starting a compiler, 
an assembler, a linker, etc. to form an executable object, that 
comprises : 

an intermediate object linking order forming section 
which decides linking orders of the plurality of intermediate 
objects; 

a linker starting section which executes linking 
processes of the plurality of intermediate objects based on 
the linking orders decided by the intermediate object linking 
order forming section to form an executable object; 

a comparing section which compares program size of the 



executable ob j ects every time when the linking order is changed; 

a storing section which stores the program size of the 
executable objects and the linking order; and 

a repeating section which changes the linking orders by 
the intermediate object linking order forming section and 
operating repeatedly the linker starting section, the comparing 
section, and the storing section, 

wherein the comparing section compares the program size 
of the executable objects formed by the linker starting section 
with the program size of the executable objects stored in the 
storing section, 

wherein the storing section stores the program size of 
the executable objects and the inking order formed by the linker 
starting section when the program size of the executable objects 
formed by the linker starting section is smaller than the program 
size of the executable objects stored in the storing section 
at the comparison by the comparing section. 

According to the compiler driving unit, since no manual 
intervention is needed in the examination of the linking order 
of the intermediate objects, it does not take much time and 
labor to get the executable object having the minimum size. 

Also, even if a large number of combinations of the linking 
order of the intermediate obj ects are present, the linking order 
of the intermediate object that can provide the minimum program 
size can be readily obtained since the linking order used when 



the program size is minimum is stored in the storing section- 
In a second compiler driving unit , the intermediate ob j ect 
linking order forming section decides the linking orders by 
a permutation algorithm. 
5 According to the compiler driving unit, since all linking 

orders of the intermediate objects can be formed effectively 
by the permutation, the linking order of the intermediate object 
that canprovide theminimumprogramsize canbe easily obtained. 

In a third compiler driving unit, the intermediate object 
10 linking order forming section decides the linking orders by 
a genetic algorithm. 

According to the compiler driving unit, even if there 
are a large number of linking orders of the intermediate obj ects , 
the linking order of the intermediate object that can provide 
15 the minimum program size can be effectively obtained at the 
high speed by applying the genetic algorithm. 

A first recording medium provides a recording medium for 
recording a program for linking a plurality of intermediate 
objects to form an executable object, wherein the program for 
20 causing a computer to execute a method comprising: 

an intermediate object linking order forming step which 
decides linking orders of theplurality of intermediate objects; 

a linking processing step which executes linking 
processes of the plurality of intermediate objects based on 
25 the linking orders decided by the intermediate object linking 
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order forming step to get an executable object; 

a comparing step which compares program size of the 
executable obj ects obtained by the linking processing step with 
the program size of a executable objects stored in a storing 
5 section every time when the linking order is changed; 

a storing step for storing the program size of the 
executable obj ects and the linking order obtained by the linking 
processing step in the storing section to update when the program 
size of the executable obj ects obtainedby the linkingprocessing 

10 step is smaller than the program size of the executable objects 
stored in the storing section at the comparing step; and 

a repeating step for changing the linking orders by the 
intermediate object linking order forming step and executing 
repeatedly the linking processing step, the comparing step, 

15 and the storing step. 

According to this recording medium, since no manual 
intervention is needed in the examination of the linking order 
of the intermediate objects, it does not take much time and 
labor to get the executable object having the minimum size. 

20 Also, even if a large number of combinations of the linking 

order of the intermediate obj ects are present, the linking order 
of the intermediate object that can provide the minimum program 
size can be readily obtained since the linking order used when 
the program size is minimum is stored in the storing section. 

25 In a second recording medium, the intermediate object 
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linking order forming step decides the linking orders by a 
permutation algorithm. 

According to this recording medium, since all linking 
orders of the intermediate objects can be formed effectively 
5 by the permutation, the linking order of the intermediate obj ect 
that can provide the minimum program size can be easily obtained . 

In a third recording medium, the intermediate object 
linking order forming step decides the linking orders by a 
genetic algorithm. 
10 According to this recording medium, even if there are 

a large number of linking orders of the intermediate objects, 
the linking order of the intermediate object that can provide 
the minimum program size can be effectively obtained at the 
high speed by applying the genetic algorithm. 

15 

Brief Description of the Drawings 
FIG. 1 is a view showing configurations of an intermediate 
object linking unit and peripheral devices according to a first 
embodiment; 

20 FIG. 2 is a flowchart executed when a permutation algorithm 

is applied to the intermediate object linking unit; 

FIG. 3 is a flowchart executed when a genetic algorithm 
is applied to the intermediate object linking unit; 

FIG. 4 is a view showing configurations of a linker unit 
25 and peripheral devices according to a second embodiment; 



13 



FIG. 5 is a view showing configurations of a compiler 
driving unit and peripheral devices according to a third 
embodiment; and 

FIG. 6 is a flowchart of an intermediate object linking 
5 method in the background art. 

Detailed Description of the Preferred Embodiments 
(Embodiment 1) 

Configurations of an intermediate object linking unit 
10 and peripheral devices according to the present embodiment will 
be explained with reference to FIG . 1 . 

FIG. 1 is a view showing configurations of an intermediate 
object linking unit and peripheral devices according to a first 
embodiment . 

15 The intermediate object linking unit 10 comprises a 

linking order forming section 11 as an intermediate object 
linking order forming means, a linker starting section 12 as 
a linker starting means, a comparing section 13 as a comparing 
means, a storing section 14 as a storing means , and a repeating 

20 section 15 as a repeating means. 

The linking order forming section 11 is a unit for forming 
the linking order of intermediate objects 16. The linking order 
formed by the linking order forming section 11 is held by a 
linking order section 11a until the next linking order is formed. 

25 A linker starting section 12 starts a linker 17 based on the 
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linking order held by the linking order section 11a and causes 
it to execute the linking process , and thus an executable obj ect 
18 is formed. 

Also, the linking order forming section 11 forms the 
linking order by using a permutation algorithm, a genetic 
algorithm, etc. that are described later. 

The linker starting section 12 starts the linker 17 based 
on the linking order formed by the linking order forming section 
11 and causes it to execute the linking process, whereby the 
executable object 18 is formed. 

A comparing section 13 compares a program size of the 
executable object 18 formed by the linker 17 with program sizes 
of the executable objects stored in a storing section 14. 

The storing section 14 stores the smaller program size 
according to the comparison by the comparing section 13, and 
updates the program size. Then, the storing section 14 stores 
the minimum program size out of the formed executable objects 
18, by repeating respective steps by a repeating section 15 
described later. Also, upon updating the program size to the 
smaller size and recording it, the storing section 14 stores 
the linking order used when the executable object 18 having 
the program size is obtained. 

Accordingly, the smallest program size and the linking 
order of the intermediate objects 16 when the executable object 
18 having the minimum program size is obtained are stored in 
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the storing section 14. 

Also, it is preferable that an initial value of theprogram 
size should be input previously at the initial stage of the 
storing section 14. For example, a value having a size that 
is unavailable as the program size may be input as the initial 
value . 

The repeating section 15 is a unit that causes the linking 
order forming section 11, the linker starting section 12, the 
comparing section 13, and the storing section 14 to repeat a 
series of steps by returning the step to the linking order forming 
section 11 again after the comparison in the comparing section 
13. 

The above is the internal configuration of the 
intermediate object linking unit 10. 

As the peripheral devices of the intermediate object 
linking unit 10, there exist the intermediate object 16 and 
the linker 17, and the executable object 18. 

The executable object 18 contains the branch instruction, 
and this branch instruction has the different program size 
according to the branch distance. Also, if this branch distance 
is longer, the program size of the executable object becomes 
larger . 

Also, since the branch distance is changed according to 
the linking order of the intermediate objects 16, the program 
size of the executable object 18 is changed based on the linking 



order of the intermediate objects 16. 

The above is the configuration of the peripheral devices 
of the intermediate object linking unit 10. Then, the case 
where the permutation algorithm is applied to the above 
intermediate object linking unit 10 and the case where the 
genetic algorithm is applied to the same will be explained 
hereunder . 

(1) The case where a permutation algorithm is applied: 

Then, operations taken in the case where the permutation 
algorithm is applied to the above intermediate object linking 
unit 10 will be explained with reference to FIG. 2. 

FIG. 2 is a flowchart executed when the permutation 
algorithm is applied to the intermediate object linking unit. 

First, an initial value as a minimum value of the program 
size stored in the storing section 14 is input (step 1) . A 
list of the intermediate objects 16 is input (step 2) . In this 
case, the initial value and the list are input by an input unit 
(not shown) . 

Then, the linker 17 executes the linking process such 
as the linking of the intermediate objects 16, etc. based on 
the linking order which is formed first by the linking order 
forming section 11 to get the executable object 18 (step 3) . 

Then, the program size of the executable object 18 formed 
in step 3 and the minimum value (initial value) of the program 
size stored in the storing section 14 are compared with each 
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other by the comparing section 13 (step 4) . If the program 
size is not smaller than the minimum value, the process goes 
to step 7. 

Since the initial value as aminimum value is a sufficiently 
5 large value and thus the program size is smaller than the minimum 
value (initial value), the process goes to step 5. 

Since the program size is smaller than the minimum value 
(initial value), this program size is recorded as the minimum 
value in the storing section 14 and is updated (step 5) . Then, 
10 the linking order for this recorded program size is read out 
from the linking order section 11a, and then the linking order 
at this time is recorded in the storing section 14 (step 6) . 

Then, the process is returned to the linking order forming 
section 11 by the repeating section 15, and then the subsequent 
15 linking order is formed (updated) based on the permutation 
algorithm (step 7) . 

Where the permutation algorithm is an algorithm that 
calculates sequentially or switches sequentially all 
permutations that can be achieved by the permutations. For 
20 example, the case where the permutation algorithm is applied 
to the decision of the linking order of the intermediate objects 
16 will be considered hereunder. In case the number of the 
intermediate objects 16 is N and also the linking orders for 
linking all intermediate objects 16 are derived, the linking 
25 order in the N ! ( factorial ) way can be calculated i f the linking 
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order of the N intermediate objects 16 is assumed as the 
permutation . 

The explanation will be returned to the flowchart. 

After step 7, the process is returned to step 3 (step 
8 ) , wherein the linking process is carried out and the executable 
object is formed by repeating step 3 to step 7. In this step 
8, it is decided whether or not all linking orders are formed 
by the linking order forming section 11. 

In step 8, if the formation of all linking orders is 
finished, the minimum program size out of the executable objects 
18 formed according to all the linking orders and the linking 
order at that time (at the time of minimum) are stored in the 
storing section 14. Therefore, the executable object 18 that 
provides the minimum program size can be formed by executing 
the linking process of the intermediate objects 16 using the 
linking order at this time of minimum (step 9) . 

Therefore, according to this intermediate object linking 
unit 10, since no manual intervention is needed in the 
examination of the linking order of the intermediate objects 
16, it does not take much time and labor to get the executable 
object 18 having the minimum size. 

Also, even if a large number of combinations of the linking 
order of the intermediate objects 16 are present, all linking 
orders of the intermediate objects 16 can be effectively formed 
by using the permutation and the linking order used when the 



program size is minimum is stored in the storing section 14. 
Therefore, the linking order of the intermediate object 16 that 
can provide the minimum program size can be readily obtained. 

(2) The case where a genetic algorithm is applied: 

Then, operations taken in the case where the genetic 
algorithm is applied to the above intermediate object linking 
unit 10 will be explained with reference to FIG. 3. 

FIG. 3 is a flowchart executed when the genetic algorithm 
is applied to the intermediate object linking unit. 

Where the genetic algorithm means an algorithm to which 
gene models created by using chromosomes and genomes of living 
things are applied. In the heredity of the living thing, the 
gene manipulation such as selection, crossing-over, mutation, 
etc. is performed when the gene in one generation is inherited 
to the next generation. Also, the gene is evaluated by the 
evaluation function based on the gene model, and has a certain 
evaluation value. Then, the gene executes the gene 
manipulation to make this evaluation value higher, and tries 
to get the higher evaluation value. 

Also, it is possible to say that the gene manipulating 
methods to increase the evaluation value, i.e., methods such 
as selection, crossing-over, mutation, etc. to increase the 
evaluation value are the optimal solution to get the high 
evaluation value in the gene model. 

Accordingly, in the models that have various variations 
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in the large scale, the genetic algorithm is such an algorithm 
that can get the optimal solution of this variation. 

If the genetic algorithm is applied to the industrial 
model, the gene can be expressed by the character string 
(containing the sequence of numbers) , for example. Also, the 
selection is to delete the character string having the low 
evaluation value and to employ the character string having the 
high evaluation value, and the crossing-over is to exchange 
a part of the character string of the symmetric gene, and the 
mutation is to replace a part of the character string. 

Accordingly, the gene in the present embodiment can be 
regarded as the joint order of the intermediate objects 16. 
Thus, the evaluation value can be made higher as the program 
size of the executable object 18 is reduced smaller. 

Then, the flowchart in FIG. 3 will be explained. First, 
the initial value (minimum value) of the program size stored 
in the storing section 14 is input (step 10) . The list of 
intermediate objects 16 is input (step 11) . In this case, the 
initial value and the list are input by the input unit (not 
shown) . 

Then, the genes (having the linking order) of a 
predetermined number are formed, based on the list that has 
been input in step 11 (initialization of the genes) (step 12) . 

Subsequently, the linker 17 executes the linking process 
such as the linking of the intermediate objects 16, etc. based 



on one genes of a predetermined number that are formed first 
by the linking order forming section 11 to get the executable 
object 18 (step 13) . 

Then, the program size of the executable object 18 formed 
in step 13 and the minimum value (initial value) of the program 
size stored in the storing section 14 are compared with each 
other by the comparing section 13 (step 14) . If the program 
size is not smaller than the minimum value, the process goes 
to step 17. 

Since the initial value as a minimum value is a sufficiently 
large value and thus the program size is smaller than the minimum 
value (initial value), the process advances to step 15. 

Since the program size is smaller than the minimum value 
(initial value) , this program size is recorded as the minimum 
value and updated (step 15) . Then, the linking order for this 
recorded program size is read out from the linking order section 
11a, and then the linking order at this time is recorded in 
the storing section 14 (step 16) . 

Then, the process is returned to the linking order forming 
section 11 by the repeating section 15, and then step 13 to 
step 16 are repeated by the number of times equal to the number 
of the genes, against other genes out of the formed genes of 
the predetermined number (step 17) . 

After the processes are repeated by the number of times 
equal to the predeterminednumber of the genes, the crossing-over 
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of the gene is executedbasedon the pro gram size of the executable 
object formed by the linking process in step 13 (step 18) . For 
example, if the program size is larger than a predetermined 
threshold value, the crossing-over of the gene is executed to 
provide the smaller program size. 

Then, like step 18, the mutation of the gene is executed 
based on the program size calculated by the linking process 
in step 13 (step 19). For example, if the program size is larger 
than the predetermined threshold value, the mutation of the 
gene is executed to provide the smaller program size. 

In this case, the order of steps 18 , 19 may be set inversely 
and also the threshold value may be set separately. 

The process is returned to step 13 after step 19 (step 
20), and then step 13 to step 19 are repeated to execute the 
linking process and to form the executable object. In step 
20, it is decided whether or not the formation of the linking 
order by the linking order forming section 11 should be ended. 
This decision of the end is made depending upon whether the 
process is returned to step 13 by a predetermined number of 
times or the program size calculated by the linking process 
in step 13 is reduced smaller than a predetermined value, and 
then the process goes to next step. 

If the end decision is made in step 20, the minimum program 
size out of the formed executable objects 18 and the linking 
order at that time (at the time of minimum) are stored in the 



storing section 14. Therefore, the linking process of the 
intermediate objects 16 is performed by using the linking order 
at the time of minimum, and thus the executable object 18 that 
provides the minimum program size can be formed (step 21) . 
5 Accordingly, since no manual intervention is needed in 

the examination of the linking order of the intermediate obj ects 
16, it does not take much time and labor to get the executable 
object 18 of the minimum size. 

Also, even if there are numerous combinations of the 
10 linking orders of the intermediate objects 16, the linking order 
of the intermediate objects 16 that can provide the minimum 
program size can be effectively and easily obtained at the high 
speed by applying the genetic algorithm. 
(Embodiment 2) 

15 Configurations of a linker unit and peripheral devices 

according to the present embodiment will be explained with 
reference to FIG. 4. 

FIG. 4 is a view showing configurations of a linker unit 
and peripheral devices according to a second embodiment. 

20 A linker unit 30 comprises a linking order forming section 

31 as an intermediate object linking order forming means, a 
linker processing section 32 as a linker processing means, a 
comparing section 33 as a comparing means, a storing section 
34 as a storing means , and a repeating section 35 as a repeating 

25 means . 



The linking order forming section 31 is a unit that forms 
the linking order of the intermediate objects 16. The linking 
orders formed by the linking order forming section 31 are held 
by a linking order section 31a until the subsequent linking 
order is formed. The linker processing section 32 executes 
the linking process based on the linking orders held by the 
linking order section 31a to form the executable object 38. 

Also, the linking order forming section 31 forms the 
linking orders, like the permutation algorithm and the genetic 
algorithm set forth in the first embodiment. 

The linker processing section 32 executes the linking 
process based on the linking order formed by the linking order 
forming section 31 to form the executable object 38. 

The comparing section 33 compares the program size of 
the executable object 38 formedby the linker processing section 
32 with the program size of the executable objects stored in 
the storing section 34. 

The storing section 34 stores the program size that is 
smaller in size according to the comparison in the comparing 
section 33, and updates it . Then, the storing section 34 stores 
the minimum program size out of the executable objects 38 formed 
by repeating respective steps by the repeating section 35 
described later. Also, upon updating the smaller program size 
and recording it, the storing section 34 stores the linking 
order used when the executable object 38 having the program 



size is obtained from the linking order section 31a. 

Accordingly, the minimum program size and the linking 
order of the intermediate objects 3 6 used when the executable 
object 38 having this minimum program size is obtained are stored 
in the storing section 34. 

Also, it is preferable that the initial value of the program 
size should be input previously at the initial stage of the 
storing section 34. For example, a value having a size that 
is unavailable as the program size may be input as the initial 
value . 

The repeating section 35 is a unit that causes the linking 
order forming section 31, the linker starting section 32, the 
comparing section 33, and the storing section 34 to repeat a 
series of steps by returning the step to the linking order forming 
section 31 again after the comparison in the comparing section 
33. 

The above is the internal configuration of the linker 
unit 30. 

As the peripheral devices of the linker unit 30, there 
exist the intermediate object 36 and the executable object 38. 

The executable obj ect 38 contains the branch instruction, 
and this branch instruction has the different program size 
according to the branch distance. Also, if this branch distance 
becomes longer, the program size of the executable obj ect becomes 
larger . 



Also, since the branch distance is changed according to 
the linking order of the intermediate objects 36, the program 
size of the executable object 38 is changed based on the linking 
order of the intermediate objects 36. 

The above is the configuration of the peripheral devices 
of the linker unit 30. 

In this case, since operations in the case where the 
permutation algorithm is applied to the linker unit 30 and the 
case where the genetic algorithm is applied to the same are 
similar to the first embodiment, their explanation will be 
omitted. 

Therefore, according to this linker unit 30, since no 
manual intervention is needed in the examination of the linking 
order of the intermediate objects 3 6, it does not take much 
time and labor to get the executable object 3 8 of the minimum 
size . 

Also, even if there are numerous combinations of the 
linking orders of the intermediate objects 36, all linking orders 
of the intermediate objects 36 can be effectively formed by 
the permutation algorithm and then the linking order obtained 
at the time when the program size is minimum can be stored by 
the storing section 34. As a result, the linking order of the 
intermediate objects 3 6 that can provide the minimum program 
size can be easily obtained. 

In addition, even if there are numerous combinations of 



the linking orders of the intermediate objects 36, the linking 
order of the intermediate ob j ects 3 6 that can provide the minimum 
program size can be effectively and easily obtained at the high 
speed by applying the genetic algorithm. 
(Embodiment 3) 

Configurations of a compiler driving unit and peripheral 
devices according to the present embodiment will be explained 
with reference to FIG. 5. 

FIG. 5 is a view showing configurations of a compiler 
driving unit and peripheral devices according to a third 
embodiment . 

A compiler driving unit 50 comprises a linking order 
forming section 51 as an intermediate object linking order 
forming means, a linker starting section 52 as a linker starting 
means, a comparing section 53 as a comparing means, a storing 
section 54 as a storing means, and a repeating section 55 as 
a repeating means. 

The linking order forming section 51 is a unit that forms 
the linking order of the intermediate objects 56. The linking 
orders formed by the linking order forming section 51 are held 
by a linking order section 51a until the subsequent linking 
order is formed. The linker starting section 52 starts the 
linker 57 based on the linking orders held by the linking order 
section 51a to cause it to execute the linking process, and 
thus the executable object 58 is formed. 
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Also, the linking order forming section 51 forms the 
linking orders, like the permutation algorithm and the genetic 
algorithm set forth in the first embodiment. 

The linker starting section 52 starts the linker 57 based 
on the linkingorders formedby the linking order forming section 
51 to cause it to execute the linking process, whereby the 
executable object 58 is formed. 

The comparing section 53 compares the program size of 
the executable obj ect 58 formed by the linker 57 with the program 
size of the executable objects stored in the storing section 
54 . 

The storing section 54 stores the program size that is 
smaller in size according to the comparison in the comparing 
section 53, and updates it . Then, the storing section 54 stores 
the minimum program size out of the executable objects 58 formed 
by repeating respective steps by the repeating section 55 
described later. Also, upon updating the smaller program size 
and recording it, the storing section 54 stores the linking 
order used when the executable object 58 having the program 
size is obtained from the linking order section 51a. 

Accordingly, the minimum program size and the linking 
order of the intermediate objects 56 used when the executable 
object 58 having this minimum program size is obtained are stored 
in the storing section 54 . 

Also , it is preferable that the initial value of the program 



size should be input previously at the initial stage of the 
storing section 34. For example, a value having a size that 
is unavailable as the program size may be input as the initial 
value . 

The repeating section 55 is a unit that causes the linking 
order forming section 51, the linker starting section 52, the 
comparing section 53, and the storing section 54 to repeat a 
series of steps by returning the step to the linking order forming 
section 51 again after the comparison in the comparing section 
53 . 

The above is the internal configuration of the compiler 
driving unit 50. 

As the peripheral devices of the compiler driving unit 
50, there exist the intermediate object 56, the linker 57, and 
the executable object 58. 

The executable obj ect 58 contains the branch instruction, 
and this branch instruction has the different program size 
according to the branch distance. Also, if this branch distance 
becomes longer, the program size of the executable obj ect becomes 
larger. 

Also, since the branch distance is changed according to 
the linking order of the intermediate objects 56, the program 
size of the executable object 58 is changed based on the linking 
order of the intermediate objects 56. 

The above is the configuration of the peripheral devices 



of the compiler driving unit 50. 

In this case, since operations in the case where the 
permutation algorithm is applied to the compiler driving unit 
50 and the case where the genetic algorithm is applied to the 
same are similar to the first embodiment, their explanation 
will be omitted. 

Therefore, according to this compiler driving unit 50, 
since no manual intervention is needed in the examination of 
the linking order of the intermediate objects 36, it does not 
take much time and labor to get the executable object 38 of 
the minimum size. 

Also, even if there are numerous combinations of the 
linking orders of the intermediate obj ects 56 , all linking orders 
of the intermediate objects 56 can be effectively formed by 
the permutation algorithm and then the linking order obtained 
at the time when the program size is minimum can be stored by 
the storing section 54. As a result, the linking order of the 
intermediate objects 56 that can provide the minimum program 
size can be easily obtained. 

In addition, even if there are numerous combinations of 
the linking orders of the intermediate objects 56, the linking 
order of the intermediate obj ects 56 that canprovide theminimum 
program size can be effectively and easily obtained at the high 
speed by applying the genetic algorithm. 

According to the intermediate object linking unit of the 
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present invention, since no manual intervention is needed in 
the examination of the linking order of the intermediate ob j ects , 
it does not take much time and labor to get the executable object 
of the minimum size. 

Also, even if there are numerous combinations of the 
linking orders of the intermediate objects, the linking order 
obtained at the time when the program size is minimum can be 
stored by the storing section. Therefore, the linking order 
of the intermediate objects that can provide the minimum program 
size can be easily obtained. 

In addition, since all linking orders of the intermediate 
objects canbe eff ectively formedby the permutation, the linking 
order of the intermediate objects that can provide the minimum 
program size can be easily obtained. 

Furthermore, even if there are a large number of linking 
orders of the intermediate objects, the linking order of the 
intermediate objects that can provide the minimum program size 
can be effectively obtained at the high speed by applying the 
genetic algorithm. 



